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The 100m?2 house
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Raants WVas Dwelling footprint A — 100m2
Allotment Size = 400m2
Site coverage = 25%

Source: Levesque & Derrick Architects, lada.com.au
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5,000L rainwater tank for:
= toilet flushing

= |aundry

= garden

About the site

Development type

Private residence

WSUD feature type

Rainwater harvest and re-use (indoor
and outdoor), low site coverage,
retention of mature trees

Total site area 400m?
No. of bedrooms 3

Dwelling footprint (area) 100m?
Total floorspace (area) 160m?

Site % impervious 25%




Source: Levesgue & De. i
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Crayon House (SA)

About the site

Development type

Private residence

WSUD feature type

Rainwater harvest and re-use (indoor

and outdoor), permeable pavers, water
efficient appliances.

Quick facts
Total site area 615m?2
No. of bedrooms 3

Dwelling footprint (area) 170m?
Total floorspace (area) 230m?
Ancillary structures (area) 28m?

Site % impervious 32%
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Crayon House (SA)
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plantings by community including: acacia & Indigenous grasses

porimaoter tonce X N | /pavers kaid on growing growing medium
‘pool tence’ il f | /| medium (solution tater Jefines soil
supporting climbers:  ~ | |I* i)\ \ "/ adopled for EnviroDome’
Kkennedia vigricans, « 7 /‘I N7V indensive groen roof) . sand layes
kennodia coconea, Y/ \ / > geotextie (Hiter grade

fabric A14)

2 x layers heat-welded
bitumnous walerprool
membrane

200mm concrete siab

"7"‘: ',;\'-Jl"
[ AV R4 insulation

"1—" e Y suspended ceilng

SECTION THROUGH INTENSIVE ROOF GARDEN
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Source: B Myers
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Green wall and rainwater harvesting
B WHTER
Rostrevor MK SENSITIVE SA

Y Green walls

22,000 L communal rainwater tank — plumbed to toilets and green wall
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¢ Developers — small-scale infill

WSUD assets »  Developers — major infill/greenfield development

Guidelines Local Government

Tools

Standard drawings E54E8

Smart water solutions for
your home & backyard

Cooler, greener Adelaide
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WSUD in your
home & garden
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